
Duluth New Terminal 

                                                                     Lighting Schedule

  

Type Description Mounting Lamp Qty Lamp Type Total Fixture VA Volts Manufacturer Model/Series Number

F1

Low Profile linear 

fluorescent 4' 

architectural strip fixture 

with integral ballast.  

Provide length as required 

for fixtures shown in 

restrooms. Suspended/Recessed/Cove 1 F28T5 Approx. 9VA/LF 277 Bartco Lighting MiT5-1T/28-28W-277

F1A

Low Profile linear 

fluorescent 4' 

architectural strip fixture 

with integral ballast Suspended/Recessed 1 F54T5HO 60 277 Bartco Lighting MiT5-1T/54-54W HO-277

F1C

Low Profile linear 

fluorescent 4' 

architectural strip fixture 

with integral ballast and 

opaque lens Surface 1 F28T5 35 277 Bartco Lighting MiT5-1T/28-28W -277-LNO

F1B

Low Profile linear 

fluorescent 2' 

architectural strip fixture 

with integral ballast. Suspended/Recessed 1 F14T5 20 277 Bartco Lighting MiT5-1T/14-14W -277

F2

Suspended Cylinder, two 

level metal halide, Down 

light Suspended 1 50W MH 60 277 Kirlin Lighting HSR-09095-50

F2A

Suspended Cylinder, two 

level metal halide, Down 

light Suspended 1 70W MH 80 277 Kirlin Lighting HSR-09095-70

F2C

Open Appearance square 

can light  6"X6" Recessed 2 42W CFL 100 277 Kirlin Lighting FRT-04092-77

F2D

Open Appearance square 

can light  6" X 6" Recessed 1 42W CFL 50 277 Kirlin Lighting FRS-06088-77

F2B

Suspended Cylinder, two 

level metal halide, Down 

light Suspended 1 175W MH 215 277 Kirlin Lighting HRS-12107-175

F2B-E

Same as type "F2B" but 

with quartz lamp included

F2E

Open Appearance square 

can light  6" X 6" with 

dimming ballast Recessed 1 42W CFL 50 277 Kirlin Lighting FRS-06088-39-77

F2F

Wall washer square can 

light  6" X 6" Recessed 1 42W CFL 50 277

Kurt Versen                                  

Kirlin Lighting

H8653FM-SY                                                                     

FRS-06096-77

F3

Direct/indirect lay-in 2'x4' 

architectural lighting 

fixture. Recessed 3 F28T5 100 277  Mark Arcitectural Lighting MDLS 24 DF 3T5 EB

F3C

Direct/indirect lay-in 2'x4' 

architectural lighting 

fixture. Recessed 2 F28T5 70 277

Focal Point                           

Mark Arcitectural Lighting FAR 24 AC 2 T5 E 277 WH MDLS 24 DF 2T5 EB

F3B

Direct/indirect 

asymmetric lay-in 2'x4' 

architectural lighting 

fixture w/ perforated side 

basket. Recessed 2 F28T5 60 277 Focal Point FBX 24 W 2 T5 E 277 PS WH

F4

Pendant, Indirect canopy 

lighting Pendent 1 150W MH 190 277 Elliptipar M154-150C

F5

Wall mounted security 

metal halide fixture Surface 1 70W MH 80 277 Lithonia Lighting WST 70M MD277 QRS

F6

Pole mounted metal 

halide fixture, pole 

mounted 60' AFG

Pole mounted.  Millerbernd Pole 

Model #UWLA 600, base "A", prime 

paint finish, type 2 brackets for poles 

attached to building and type 4R for the 

poles located at the apron.  For building 

attached poles, contractor shall 

coordinate with architectural and 

structural drawings for special 

attachment. 1 1000W MH 1100 277 Sterner Infranor 876-1000MH-277V

F7 Halogen TV Camera lights 1 750W HAL. 750 277 Lowel "Tota", See note 7 on this sheet

F8

Similar to fixture "F1" 

except 120V Suspended 1 F28T5 35 120 Bartco Lighting MiT5-1T/28-28W-120


